CULTIVATION, SEEDING
AND ROLLER TECHNOLOGY

Quality, innovation and productivity
World-class cultivation technology
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WIDE RANGE
OF PRODUCTS
McConnel is proud to offer a world-class collection of
cultivation, seeding and rollers that is famous around the
world for quality, innovation and productivity.

The Discaerator has been
exceptional and has more
than met our expectations."
Ian and Chris Tanswell ,
Farmer Contractors, Dorset

A multi award-winning British manufacturing
company with a successful 80-year heritage,
McConnel has been at the forefront of
cultivation technology since launching its
popular Shakaerator range back in the 1970s.
Following the merger with Twose of Tiverton in
2016, McConnel is proud to introduce its new
Twose Classic Line of high-performance rollers.

AWARD-WINNING CULTIVATION AND SEEDING MACHINES

Building on the Twose’s experience as a
market-leader in consolidation technology,
McConnel can now offer a range of arable
rollers from 6.4m to 18.4m working widths
which deliver excellent seedbed consolidation
and ideal conditions for even
crop establishment.

CONTENTS

So whether you’re after a fine-turf subsoiler
to relieve compaction, a single-pass cultivator
for enhanced crop yields, or a low-disturbance
seed drill that saves you time and money,
McConnel has the perfect product for you.

A trading brand of McConnel
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CULTIVATION
RANGE
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Designed and built in the UK to the
ISO9001:2008 quality benchmark, McConnel’s
range of Discaerators and Shakaerators can play
a key part in your soil preparation plans.

LAYING THE FOUNDATIONS FOR GREATER CROP YIELDS
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INNOVATIVE

LEG DESIGN
INTERCHANGEABLE,
POINT OPTIONS
A choice of wide delta and standard Euro points is
available enabling operators to tailor their machine
for peak performance in deep or shallow soil.
For a wider heave and greater soil movement at
shallower depths, the 250mm wide delta
point can be fitted.
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LEG DESIGN
Perfected over four decades, McConnel’s
world-famous sabre-style low-draught legs are
proven the world over.
The unique, forward position and angle of the point
ensures the soil is heaved and shattered ahead of
the shank reducing draught requirements by easing
the passage of the leg through the ground and
reducing the risk of horizontal compaction.
Legs, points and shins are all cast from highquality, hardened steel delivering unrivalled wear
rates for minimal downtime and operating costs.
All wearing parts can be quickly and simply replaced
in the field further reducing downtime.

Unlike conventional cultivation
techniques which bring unwanted subsoil
to the surface, McConnel machines
feature a sharply tapered leading edge
which not only prevents bow waves from
building up and compacting the soil ahead,
but also ensures the soil is heaved and
aerated without any mixing of top-soil
and subsoil.

REAP THE
BENEFITS
The legs pass through
the ground heaving and
shattering the soil upwards,
minimising surface
disturbance because the
impact is felt in the soil below.
This removes soil compaction
and plough pans creating
space for the roots to grow
and moisture to percolate –
resulting in highly effective
capillary aeration.

CONVENTIONAL
CULTIVATION

ENHANCED CULTIVATION

Plough pan impedes drainage

Plough pan impedes capillary action

Plough pan impedes root development

Shakaerator improves drainage

Shakaerator improves capillary action

Shakaerator improves root development

SHAKAERATOR
CULTIVATION

McConnel machines deliver high performance and low disturbance,
using innovative Shakaerator vibration unit technology and a worldfamous low-draught leg design to deliver exceptional results.

GROUND-BREAKING DESIGN COMPLETE SOIL CONDITIONING
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LEG DESIGN

ADVANCED
FEATURES

PERFECT FOR
WORKING IN THE
TOUGHEST TERRAIN

LEG SPACING AND CONFIGURATION
McConnel’s range of Shakaerators and Discaerators can be fitted with a wide variety
of different leg configurations to suit soil types, tractor horsepower and customer
preference. Two rows of legs ensure there is sufficient space between the heave zones
of the working legs, eliminating the risk of lateral compaction accruing.
The staggered formation
of the legs also lowers
draught as each shank
helps its neighbour.

B
A FRONT ROW

A

B

B BACK ROW

7 LEG CONFIGURATION

B
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5 LEG CONFIGURATION

BREAKAWAY LEG TECHNOLOGY
McConnel’s patented gas-strut breakaway protection
system allows the legs to break-back up to 50 degrees on
contact with an obstacle and then automatically returns the
legs to the working position without the need
for operator input.
Each leg has its own independent gas-strut so the breakback pressure for each leg remains constant even if multiple
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MCCONNEL VIBRATION UNIT
legs break-back simultaneously-ensuring complete
protection in the toughest conditions.
All gas-struts are factory charged with nitrogen ensuring
long-life and consistent, stable pressure without the need
for hydraulic input from the tractor.

McConnel's unique vibration unit dramatically reduces
draught by shattering the soil and easing the passage of
the machine’s legs through the ground.
This unique action ensures a lower tractor horsepower
requirement compared to machines without vibration units,
reducing fuel consumption and operating costs, and aiding
traction.

The entire machine is moved up and down and side-to -side as
it travels through the ground at a rate of 500-600 vibrations
per minute delivering a vigorous shattering action that breaks
up the soil, creates fissures and eases compaction.
The tractor is completely isolated from vibration because
the energy is all absorbed within the soil, so users will never
notice any shaking inside the cab.
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PACKERS

FLAT ROLLER

& ACCESSORIES
MCCONNEL OFFERS
A CHOICE OF FOUR
DIFFERENT PACKERS

SHARK-FIN PACKER

SUITABILITY: Grassland Shakaerator,
Shakaerator, Discaerator
• Full width roller with 21 rows of teeth
(3.0m model) for maximum traction in
loose soil conditions
• 600mm diameter
• Removable plug to add water ballast
• Highly effective clod breaking
• Weight: 420kg

RIDGE PACKER

CONSOLIDATOR PACKER
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SUITABILITY: Grassland Shakaerator
• Smooth full-width flat roller
• 450mm diameter
• Removable plug to add water ballast
• Minimal surface disturbance
• Weight: 300kg

SUITABILITY: Shakaerator, Discaerator
• Full width ridge roller
• 12 ridges provide an ideal surface finish
with vee channels for drainage and a fine
crumb tilth
• Option of 600mm or 800mm diameter
• Weight: 450kg (3.0m, 600mm roller)
• Weight: 730kg (3.0m, 800mm roller)

OTHER
ACCESSORIES
SEEDER UNIT

McConnel can offer a fully fitted
Stocks seeder unit for sowing
small seeds including oil seed
rape. The unit sits between the
discs and roller enabling farmers
to carry out a complete sub-soil
and seeding solution in a single
pass.

GRASSLAND DISCS

Pivoting spring-loaded discs can
be added to cut through turf
and surface residue for minimal
surface disturbance.

REAR LINKAGE

Optional rear linkage and
PTO through-drive can be
added to the Shakaerator 300
Classic enabling a secondary
implement to be attached such
as a rotavator for additional
functionality.

SUITABILITY: Shakaerator, Discaerator
• Full width consolidator roller
• Constructed from Hardox steel for the
best in durability and longevity
• Consolidates the seed-bed, leaving behind
a ridged, weather-resistant surface
• Weight: 580kg
• 700mm diameter

11

GRASSLAND SHAKAERATOR
MODEL

GS2000

GS2500

GS3000

Main frame
2.0m (6' 7")

2.5m (8' 2")

3.0m (9' 10")

1-piece frame

1-piece frame

1-piece frame

Working width
Frame type - rigid

CAT II

CAT II

CAT II

Working depth range (24" legs)

355mm (14")

355mm (14")

355mm (14")

Working depth range (30" legs)

400mm (16")

400mm (16")

400mm (16")

Depth adjustment increments

25mm (1")

25mm (1")

25mm (1")

2 or 3

2, 3, 4 or 5

4 or 5

600mm (24") or
750mm (30")

600mm (24") or
750mm (30")

600mm (24") or
750mm (30")

25mm (1")

25mm (1")

25mm (1")

Attachment - 3pt. linkage

Road lighting kit

Legs and points
Number of legs
Leg spacing
Leg length
Leg height adjustment increments

PERFECT
PASTURES
Created for farmers and contractors, the Grassland Shakaerator
excels in a wide variety of work environments from pastures and
arable leas to orchards and sports grounds.
Available in a choice of 2.0m, 2.5m, and 3.0m working widths the machine
promotes crop and grass growth and causes minimal surface disturbance.

KEY FEATURES

Gas-strut auto reset protection
Shear-pin protection
Standard 'Euro' point
Wide 'Delta' point

•

Wear shin

Grassland Discs

•

Adjustable spring-loaded assembly
2 or 3

Number of discs

2,3,4 or 5

4 or 5

Vibration unit

•

Hydraulic drive
540 PTO drive
1000 PTO drive

Optional hydraulic rear
packer depth adjustment
Specialist 1.6m and 1.8m
orchard-spec Fruitaerator
models available
Fully adjustable pivoting
spring-loaded discs

Rear packers
600mm (24") Consolidator
600mm (24") Ridge packer
600mm (24") Shark-fin packer
450mm (18") Flat roller
Rear scrapers

Options

CULTIVATION

GRASSLANDSHAKAERATOR

12

Hydraulic rear roller

Dimensions
Machine weight*

From 812kg

From 1020kg

From 1103kg

Transport width

2.2m (7' 2")

2.7m (8' 10")

3.2m (10' 5")

Transport height

1.6m (5' 3")

1.6m (5' 3")

1.6m (5' 3")

50hp

75hp

100hp

Requirement
Minimum tractor horse power
Standard Equipment

Optional Equipment

Not available

* Dependent on specification
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ARABLE SUBSOILER
MODEL

250

300

Main frame
Working width
Frame type - rigid

2.5m (8' 2")

3.0m (9' 10")

1-piece frame

1-piece frame

CAT II

CAT II

Working depth range (24" legs)

355mm (14")

355mm (14")

Depth adjustment increments

25mm (1")

25mm (1")

2, 3 or 5

2, 3 or 5

600mm (24")

600mm (24")

25mm (1")

25mm (1")

Attachment - 3pt. linkage

Road lighting kit

Legs and points
Number of legs
Leg spacing
Leg length
Leg height adjustment increments

DEEP SOIL
CONDITIONING
McConnel arable subsoilers are invaluable tools in soil
conditioning and have been specially designed to relieve
compaction, aid drainage, and deliver an improved crop yield.
Available in 2.50m and 3.00m working widths, the Twose Classic Line
of subsoilers come in two, three or five leg configurations.

Hydraulic reset protection
Shear-pin protection

KEY FEATURES

Replaceable point
Wear shin

Grassland Discs
Adjustable spring-loaded assembly
2,3 or 5

Number of discs

2,3 or 5

Vibration unit

•
•
•

Hydraulic drive
540 PTO drive
1000 PTO drive

Hydraulic auto-reset leg option
Available with or without
leading discs
Optional hydraulic rear
roller adjustment

Rear packers
600mm (24") Consolidator
600mm (24") Ridge packer
600mm (24") Shark-fin packer
450mm (18") Flat roller
Rear scrapers

Options
Hydraulic rear roller

Dimensions

CULTIVATION

ARABLESUBSOILER
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Machine weight*

TBC

TBC

Transport width

TBC

TBC

Transport height

TBC

TBC

75hp

100hp

Requirement
Minimum tractor horse power
Standard Equipment

Optional Equipment

Not available

* Dependent on specification
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SHAKAERATOR 300 CLASSIC
MODEL

300 CLASSIC

Main frame
Working width

3.0m (9' 10")

Frame type - Ridged

1-piece frame
CAT II

Attachment - 3pt. linkage

Max 355mm (14")

Working depth range

Variable

Depth adjustment increments
Road lighting kit

Legs and points
5 or 7

Number of legs
Leg spacing

600mm (5 leg)/430mm (7 leg)

Leg length

600mm (24")

Gas-strut auto re-set protection
Shear-pin protection
Standard 'Euro' point

A PROVEN
PEDIGREE
One of McConnel’s most popular cultivation products, the
Shakaerator 300 Classic is a deep soil conditioner that has
proven itself all over the world in a wide variety of weather
and soil conditions.
Available in a 3.0m working width, the machine is rugged and robust,
features McConnel’s innovative vibration unit which breaks up the ground,
and low-draught legs.

Wide 'Delta' point
Wear shin

Vibration unit

KEY FEATURES

Hydraulic drive
540 PTO drive
1000 PTO drive

Designed for arable farmers
and contractors, the machine
is an ideal tool for relieving
compaction and aiding water
percolation.

Rear packers
600mm (24") Consolidator
600mm (24") Ridge packer
600mm (24") Shark-fin packer
600mm (24") Flat roller
Rear scrapers

•

Options
Leading disc
Hydraulic rear linkage

Dimensions

CULTIVATION

SHAKAERATOR300 CLASSIC
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Machine weight*

1,300kg

Transport width

3.25m (10' 8")

Transport height

1.8m (5' 11")

•

McConnel’s entry-level arable
machine offers exceptional
value for money
Available with rear linkage,
allowing a second implement
to be worked simultaneously

Requirement
125hp

Minimum tractor horse power
Standard Equipment

Optional Equipment

Not available

* Dependent on specification

A timeless classic, the Shakaerator builds
on a 40-year design pedigree.
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SHAKAERATOR 3000
MODEL

3000

Main frame
Working width

3.0m (9' 10")

Frame type - Ridged

1-piece frame
CAT II

Attachment - 3pt. linkage
Working depth range (24" leg)

Max 355mm (14")

Working depth range (30" leg)

Max 457mm (18")

Depth adjustment increments

25mm (1")

Road lighting kit

Legs and points
5 or 7

Number of legs
Leg spacing

600mm (5 leg)/430mm (7 leg)

Leg length

600mm (24") or 750mm (30")

A MODERN
CLASSIC
The latest incarnation of the classic Shakaerator design, this
machine features a 3.0m working width and delivers outstanding
deep soil conditioning.
Tough and durable, the Shakaerator 3000 has been designed to work in
challenging conditions with the addition of auto-reset legs.

25mm (1")

Leg height adjustment increments
Gas-strut auto reset protection

KEY FEATURES

Shear-pin protection
Standard 'Euro' point
Wide 'Delta' point
Wear shin

Created for large-scale arable farmers and
contractors seeking a rugged and effective
low-draught sub-soiler.

Vibration unit
Hydraulic drive
540 PTO drive

•

1000 PTO drive

Rear packers
600mm (24") Consolidator

•

600mm (24") Ridge packer
600mm (24") Shark-fin packer

Gas-strut auto-reset legs protect the machine and
enable operators to work in challenging conditions
Self-contained hydraulic vibration unit
with no need for a PTO shaft

600mm (24") Flat roller
Rear scrapers

Options
Leading disc

Dimensions

CULTIVATION

SHAKAERATOR3000
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Machine weight*

1,350kg

Transport width

3.05m (10' 0")

Transport height

1.8m (5' 11")

Requirement
125hp

Minimum tractor horse power
Standard Equipment

Optional Equipment

Not available

* Dependent on specification

19

VIBRATILTH 300/400 CLASSIC
MODEL

300 CLASSIC

400 CLASSIC

Main frame
Working width

3.0m (9' 10")

4.0m (13' 1")

Frame type - rigid

1-piece frame

1-piece frame

CAT II

CAT II

150mm-250mm (6"-9")

150mm-250mm (6"-9")

Attachment - 3pt. linkage
Working depth range
Road lighting kit

Legs and points
6 or 8

8 or 10

Leg spacing

500mm (6 leg) 375mm (8 leg)

500mm (8 leg) 400mm (10 leg)

Leg length

600mm (24")

600mm (24")

Variable

Variable

Number of legs

Leg height adjustment increments
Gas-strut auto re-set protection

POWERFUL
COMBINATIONS
A compact cultivation tool that is designed to work in
combination with other machinery, the Vibratilth is light,
simple-to-use and helps operators expand their functionality.

KEY FEATURES

Shear-pin protection

Available in 3.0m and 4.0m
working widths, the Vibratilth
has been designed to work
in combination with such
devices as power harrows and
rotavators, for effective singlepass soil cultivation.

Standard 'Euro' point
Wide 'Delta' point
Wear shin

Vibration unit
Hydraulic drive
540 PTO drive
1000 PTO drive

Rear packers
600mm (24") Consolidator

•
•

600mm (24") Ridge packer
600mm (24") Shark-fin packer
600mm (24") Flat roller
Rear scrapers

Front or rear mounting options
Low tractor horsepower
requirements

Dimensions
Machine weight*

950kg

1,100kg

Transport width

3.3m (10' 10")

4.3m (14' 1")

Transport height

1.6m

1.6m

150hp

180hp

Requirement
Minimum tractor horse power

CULTIVATION

VIBRATILTH300/400 CLASSIC
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Standard Equipment

Optional Equipment

Not available

* Dependent on specification

The Vibratilth is compatible with a wide
range of secondary machinery, boosting
productivity.

21

SHAKAERATOR 400/500 CLASSIC
MODEL

400 CLASSIC

500 CLASSIC

Main frame
Working width
Frame type - Hydraulic folding

4.0m (13' 1")

5.0m (16' 5")

3-piece folding

3-piece folding

CAT II

CAT II

Working depth range (24" legs)

Max 355 mm (14")

Max 355 mm (14")

Working depth range (30" legs)

Max 500 mm (20")

Max 500 mm (20")

Depth adjustment increments

25mm (1")

25mm (1")

Attachment - 3pt. linkage

Road lighting kit

Legs and points
Number of legs
Leg spacing

7 or 9

9 or 11

570mm or 470mm

570mm or 470mm

600mm (24") or 750mm (30") 600mm (24") or 750mm (30")

Leg length
Leg height adjustment increments

25mm (1")

OUTSTANDING
VERSATILITY
A value-for-money high-output sub soil conditioner with an
innovative folding frame design.
The machine's folding wings grant farmers greater flexibility, reducing
horsepower requirements when the ground is heavy - enabling the machine
to work on smaller tractors, and proving highly effective when called upon
to treat tramlines.

25mm (1")

Gas-strut auto re-set protection
Shear-pin protection

KEY FEATURES

Standard 'Euro' point
Wide 'Delta' point
Wear shin

Vibration unit

Designed for
farmers looking for
performance and
value and who want
the versatility to
switch the working
width to match the
soil conditions and
different tractors.

Hydraulic drive
540 PTO drive
1000 PTO drive

Rear packers
600mm (24") Consolidator
600mm (24") Ridge packer
600mm (24") Shark-fin packer
600mm (24") Flat roller
Rear scrapers

Options
Leading disc

•

Dimensions

CULTIVATION

SHAKAERATOR400/500 CLASSIC
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Machine weight*

3,900kg

4,400kg

Transport width

3.0m (9' 10")

3.0m (9' 10")

Transport height

1.6m (5' 3")

1.6m (5' 3")

180hp

240hp

Requirement
Minimum tractor horse power
Standard Equipment

Optional Equipment

Not available

* Dependent on specification

•

Foldable wing
extensions boost the
working width to 4.0
or 5.0m hydraulically
Can be used as a
3.0m machine with
the wings folded
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SHAKAERATOR 4000/5000
MODEL

4000

5000

Main frame
Working width
Frame type - Hydraulic folding
Attachment - 3pt. linkage
Working depth range
Depth adjustment increments

4.0m (13' 1")

5.0m (16' 5")

2-piece folding

2-piece folding

CAT III & IV

CAT III & IV

Max 500mm (20")

Max 500mm (20")

25mm (1")

25mm (1")

Road lighting kit

Legs and points
7 or 9

9 or 11

Leg spacing

570mm or 470mm

570mm or 470mm

Leg length

750mm (30")

750mm (30")

25mm (1")

25mm (1")

Number of legs

Leg height adjustment increments

GROUND-BREAKING
PRODUCTIVITY
McConnel’s largest and most productive deep soil conditioners
with working widths up to 5.0m. They are ideal for improving
drainage, relieving compaction, and delivering greater crop yields.
The machines are exceptionally robust with a redesigned steel frame,
gas-strut breakaway legs, and a fast and effective folding mechanism.

Gas-strut auto re-set protection
Shear-pin protection

KEY FEATURES

Standard 'Euro' point
Wide 'Delta' point
Wear shin

Created for large-scale farmers,
the Shakaerator 4000 and
5000 heave and aerate the soil
without mixing topsoil
and subsoil.

Vibration unit
Hydraulic drive
540 PTO drive
1000 PTO drive

Rear packers
600mm (24") Consolidator
600mm (24") Ridge packer

•

600mm (24") Shark-fin packer
600mm (24") Flat roller
Rear scrapers

Dimensions
Machine weight*

3,900kg

4,400kg

Transport width

2.52m - 2.83m (8' 3" - 9' 3")

2.52m - 2.83m (8' 3" - 9' 3")

Transport height

2.1m (6' 10")

2.1m (6' 10")

•

180hp

240hp

•

Requirement
Minimum tractor horse power

CULTIVATION

SHAKAERATOR4000/5000
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Standard Equipment

Optional Equipment

Not available

* Dependent on specification

Nitrogen gas-strut breakaway
legs improve performance
over the ground and reduce
downtime by flexing and then
automatically resetting on
contact with a hard object
Heavy-duty two-piece frame
for exceptionable durability
Mounted and trailed
machines available

Available with a choice of Ridge packer,
Shark-fin and Consolidator rollers.
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DISCAERATOR 3000
MODEL

3000

Main frame
Working width

3.0m (13' 1")

Frame type

Rigid frame
CAT III

Attachment - 3pt. linkage

Max 400mm (16")

Working depth range

25mm (1")

Depth adjustment increments
Road lighting kit

Legs and points
5 or 7

Number of legs
Leg spacing

600mm or 430mm

Leg length

750mm (30")
25mm (1")

Leg height adjustment increments
Gas-strut auto reset protection
Shear-pin protection

SINGLE PASS
SOLUTION
An outstanding single-pass deep soil cultivator, the Discaerator
3000 incorporates surface trash and stubble; heaves and aerates
the soil; and then consolidates the surface for a weather-proof
finish – saving time, money and fuel consumption.
Equipped with two rows of shock-resistant concave discs which break up
clods to create a fine tilth, the Discaerator delivers the perfect conditions
for crop establishment.

Standard 'Euro' point
Wide 'Delta' point
Wear shin

Discs
508mm Concave & Serrated
15° (opposed)

Disc Angle

KEY FEATURES

Shock-absorbing mountings
Disc Configuration – First row

6 discs @ 500mm

Disc Configuration – Rear row

11 discs @ 250mm

Rear packers
600mm (24") Consolidator
600mm (24") Ridge packer
800mm (32") Ridge packer
600mm (24") Shark-fin packer
Rear scrapers

Created for farmers and
contractors, the machine has a
productive 3.0m working width
and features a choice of five or
seven subsoiler legs and packer
rollers.

•

Options
Stock Seeder Unit

Dimensions

CULTIVATION

DISCAERATOR3000
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Machine weight*

2,450kg

Transport width

3.0m (9' 11")

Transport height

1.6m (5' 3")

•

Available with the Stocks Turbojet
Seeder Unit which can be
factory-fitted for convenience
Rear roller can be adjusted backwards,
providing room for seed to be
placed in front of the packers

Requirement
180hp

Minimum tractor horse power
Standard Equipment

Optional Equipment

Not available

* Dependent on specification

The Discaerator is available with a choice of
Ridge packer, Shark-fin, and Consolidator rollers.
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DISCAERATOR 4000/5000/6000
MODEL

4000

5000

6000

Main frame
Working width
Frame type

4.0m (13' 1")

5.0m (16' 5")

6.0m (19' 8")

2-piece folding

2-piece folding

2-piece folding

Attachment - trailed

Drawbar

Drawbar

Drawbar

Working depth range

500 mm (20")

500 mm (20")

500 mm (20")

25mm (1")

25mm (1")

25mm (1")

Depth adjustment increments
Road lighting kit

SAVES TIME
AND MONEY
For those seeking the best in productivity, McConnel can
offer the Discaerator in working widths up to 6.0m.

Legs and points
7 or 9

9 or 11

11 or 13

Leg spacing

570mm (7 leg) 445mm (9 leg)

555mm (9 leg) 455mm (11 leg)

545mm (11 leg) 460mm (13 leg)

Leg length

750mm (30")

750mm (30")

750mm (30")

25mm (1")

25mm (1")

25mm (1")

Number of legs

Leg height adjustment increments
Gas-strut auto re-set protection
Mechanical shear-pin protection
Standard 'Euro' point
Wide 'Delta' point
Wear shin

Designed for large-scale farmers and
contractors, these machines deliver all the
labour and time-saving benefits of single-pass
cultivation with exceptional working widths.

•

Discs
508mm Concave & Serrated
Disc Angle

KEY FEATURES

15° (opposed)

15° (opposed)

15° (opposed)

Shock-absorbing mountings
Disc Configuration – First row

9 discs @ 500mm

11 discs @ 500mm

13 discs @ 500mm

Disc Configuration – Rear row

17 discs @ 250mm

21 discs @ 250mm

25 discs @ 250mm

•

Hydraulic depth adjustment allows operators to
change leg depth from the comfort of the cab
Heavy-duty folding mechanism ensures fast,
easy transition to and from transport mode

Available with a range of
leg configurations and
packer options.

Rear packers
600mm (24") Consolidator
600mm (24") Ridge packer
600mm (24") Shark-fin packer
600mm (24") Flat roller
Rear scrapers

Dimensions

CULTIVATION

DISCAERATOR4000/5000/6000
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Machine weight*

6,700 - 6,900kg

TBC

TBC

Transport width

2.85m (9' 4")

2.85m (9' 4")

2.85m (9' 4")

Transport height

3.2m (10' 6")

3.7m (12' 1")

TBC

250hp (7-leg builds)

300hp (9-leg builds)

350hp (11-leg builds)

Requirement
Minimum tractor horse power
Standard Equipment

Optional Equipment

Not available

* Dependent on specification
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SEEDING
RANGE
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McConnel’s single-pass seeding technology delivers low
disturbance and high performance, saving time and money,
improving soil structure, and helping farmers reap the
benefits of sustainable, intensive agriculture.

STATE-OF-THE-ART SEEDING TECHNOLOGY

SEEDAERATOR
3000

RAKAERATOR
7400

PAGE 38

PAGE 40
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Contour-following is an essential
requirement for our new drill.”
Julian Powell, Arable Farmer,
Nottinghamshire

SEEDAERATOR
TECHNOLOGY

The McConnel Seedaerator delivers
single-pass drilling straight into previous
crop residues – saving time, money and
fuel while maintaining crop yields in even
the most challenging weather and soil
conditions.
By cultivating only the seeding zone,
the Seedaerator ensures the adjoining
soil structure is left undisturbed and
crop residue remains on the surface.
This creates perfect conditions for a
living, biotic soil to thrive and delivers
improvements in soil quality, aeration,
water percolation and moisture retention.
The soil remains rich in nutrients and
can therefore deliver consistently strong
yields year on year, while single-pass
operation allows you to work faster and
smarter.
KEY BENEFITS

•
•
•
The McConnel Seedaerator enables
farmers and contractors to reap the
benefits of low disturbance drilling.
32

•
•

Low-disturbance drilling
improves soil structure
Organic matter retained near the
surface creates an active biotic layer
Cultivated seed zone promotes
deep, vigorous rooting
Reduced compaction and
improved drainage
Single-pass drilling for reduced
fuel and labour costs

1

3

2

4

SEEDAERATOR IN ACTION
1. Low disturbance
legs work only the soil
where the seed will be
placed, keeping surface
disturbance to a minimum.

2. Large pneumatic cleated
tyres firm and till the soil
– consolidating the soil
and ensuring healthy root
development.

5

A STEP-BY-STEP GUIDE

3. A contour-following seed
coulter places the seed in a
wide band at a consistent
depth for uniform even
germination.

4. Pressure adjustable rear
press wheels firm the soil
for optimal seed to soil
contact.

5. Rear harrow delivers ground
pressure in a targeted and
controlled manner - creating
a level finish whether working
pre-cultivated soil, or direct
drilling into dense crop
residue.

SCAN HERE TO SEE
THE FIVE STAGE PROCESS IN ACTION
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SEEDAERATOR

KEY FEATURES

A. LEG PROFILE

B. HYDRAULIC AUTO-RESET

Nine low-disturbance leading legs
cultivate only the seed root zone,
leaving the soil structure undisturbed
between bands. Users can choose
between LD Low Disturbance legs and
WL Winged Leg designs.

The hydraulic protection system allows
the legs to break-back on contact with
an obstacle and then automatically
return to the working position without
the need for operator input.

• The LD leg is fitted as standard

and designed to work to a depth of
150mm (6”). See pic A1

High ground clearance and wide leg
spacings allow space through which
soil and surface trash can flow easily.

• The WL leg is designed for cultivating

C. PRESS WHEELS

Both leg options feature a weld-on
tungsten carbide face for longevity and
are fully interchangeable.

Press wheels not only consolidate the
seed zone ahead of the coulter but also
ensure the weight of the machines
is distributed evenly and ensures
consistent leg and coulter depth for a
uniform finish.

soil from 150mm (6”) to 300mm (12”)
and features a replaceable winged
point. See pic A2

A1

A2

B

DRILL DIRECT
INTO STUBBLE

D. SEED DISTRIBUTION
SYSTEM
Designed and developed by McConnel
specifically for nine coulters, the seed
distribution system delivers constant
seed flow from the hopper to the
coulter even with large seed types at
high rates.
Featuring a domed distribution head
and larger diameter seed hoses, the
system delivers greater consistency
and uniformity of seed placement. An
innovative tramline shut-off system is
incorporated into the distribution head
as standard.

C

D

Companion cropping
established with the
Seedaerator
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SEEDAERATOR

KEY
FEATURES

A

C

UNIQUE COULTER PROFILE
McConnel’s coulter profile has been created as a
direct result of extensive field testing in a wide variety of
soil conditions. The unique profile allows soil to flow freely
around the shank with minimal soil throw whilst placing
the seed at an accurate depth.
A choice of four different coulters is available.

• A 80mm Narrow coulter for sowing peas and beans at

D

D

B

CONTOUR FOLLOWING

- PLACES SEEDS AT EQUAL DISTANCE FROM THE SURFACE

depths up to 150mm

• A 130mm Standard coulter for sowing a single band
with optimal seed to soil contact

• A 170mm Twin-Shot coulter for placing seed in

Parallelogram rear linkage enables +/- 100mm (4”) of independent travel while keeping the coulter
level with the ground for accurate seed placement which is vital for even crop establishment.

A. Stubble and surface residue .
C. Cultivated seeding zone

B. Undisturbed soil
D. Consistent seed placement depth

two split rows

• And a 150mm Dual Product coulter
which places fertiliser and seed
within the same 150mm band

REAR HARROW
A choice of rear harrow
configurations is available to
suit a range of soil conditions
and personal preferences.

EVEN ESTABLISHMENT
ACHIEVED WITH THE
TWIN-SHOT COULTER
36

The Twin-shot coulter places
seed in two split rows at the
outer edge of the cultivated
band – giving plants additional
space to tiller to their full
potential.

MANUFACTURED FROM
10MM BORON STEEL FOR
INCREASED DURABILITY

The working angle and surface
pressure can be easily adjusted
to create a level finish whether
working pre-cultivated soil, or
direct drilling into dense crop
residue.

LEFT: Minimal soil throw from
narrow coulter shank
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SEEDAERATOR
MODEL

3000

Main frame
3.0m (13' 1")

Working width

CAT II & III

Attachment - 3pt. linkage
Hydraulic auto reset protection
Mechanical shear-pin protection
1,250kg Hopper capacity
Road lighting and marker boards

Leading legs
333mm (1'1")

Leg spacing

100-3000mm (4"-12")

Working depth range
LD Low disturbance legs

HIGH
PERFORMANCE
SEEDING
The culmination of an intensive four-year research and
development programme, the Seedaerator has been created to
thrive in a wide variety of soil and weather conditions.
The Seedaerator features a choice of customisation options, enabling
farmers to precisely tailor their machine for peak performance.

WD Winged point legs

Press wheels
9 Pneumatic, cleated press wheels

Coulter
+/-100mm (4")

Coulter contour following

0-150mm (0"-6")

Coulter depth range
130mm Coulter
170mm Twin shot coulter

KEY FEATURES

80mm Bean and pea coulter

•
•

150mm Dual product coulter

Features
Tramlining
Adjustable rear press wheel pressure

•

9 outlet distribution head
Heavy duty bout markers
RDS metering control
Radar monitoring and hydraulic fan
Rear harrow

Options

Choice of coulters
Nine-outlet
distribution head
A single-row rear spring
board harrow creates
a level finish even with
the optional dual harrow
raised out of work

Pre emergance markers
Dual rear harrow
Twin tank, dual product module
Front disc module

SEEDING

SEEDAERATOR3000
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Dimensions
Machine weight*

2,570kg

Transport width

2.8m (9' 2")

Transport height

2.8m (9' 2")

Twin-shot
Coulter

Requirement
From 140hp

Minimum tractor horse power
Standard Equipment

Optional Equipment

Not available

* Dependent on specification

Standard Coulter

Pea and Bean Coulter
39

RAKAERATOR
MODEL

7400

Main frame
Working width

7.4m (24' 3")

Frame type - Hydraulic folding

2-piece frame

Attachment - 3pt. linkage

CAT II & III

Working speed

10-25kmh

Hydraulic tine adjustment
Road lighting kit
Rear marker boards

Tines
6

Number of tine rows

144 (72 pairs)

Number of tines

50mm (2")

Tine spacings
14mm tine diameter
16mm tine diameter

Features

FAST AND
EFFECTIVE
With its low horsepower requirements, wide working width and a
working speed of up to 25 km/h, the Rakaerator is one of the most
productive rakes on the market. Heavy-duty build quality and a
choice of tine options ensure it’s also one of the best choices in
terms of reliability and customisation.
Designed to evenly distribute crop residue and destroy slug eggs, the
Rakaerator creates a fine tilth 10-50mm deep - retaining soil moisture below
and leaving behind a perfect environment for volunteers to germinate.

Cushioned top-link
Folding rear tine bar

KEY FEATURES

Safety transport locks

Dimensions
1,650kg

Machine weight*
Transport width

2.2m (7'2")

Transport height

3.7m (12' 1")

Requirement
120hp

Minimum tractor horse power
Standard Equipment

Optional Equipment

Not available

* Dependent on specification

Six rows of
tines with
50mm even
spacing

Created for arable farmers, the
7.4m Rakaerator is the perfect
complement for McConnel’s
low disturbance Seedaerator
seed drill.

•
•
•

Six rows of heavy-duty 14mm tines
Hydraulically adjustable tine angling
50mm (2”) uniformly spaced tines

SEEDING

RAKAERATOR7400

40

41

ARABLE ROLLERS
TWOSE CLASSIC LINE

42

Precision-engineered in the UK, and tried and tested in varying soil
conditions all over the world, McConnel consolidators are among the
heaviest in the industry and deliver consistent and even ground pressure
across the full width of the roller.

PERFECT SEEDBED CONSOLIDATION

FRONT MOUNTED
PRESSES

FRONT MOUNTED
COMBI-PRESS

3 GANG ROLLERS

PAGE 46

PAGE 48

HEAVY-DUTY
3 GANG ROLLERS

HEAVY-DUTY
5 GANG ROLLERS

HEAVY-DUTY
7 GANG ROLLERS

PAGE 52

PAGE 54

PAGE 56

PAGE 50
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ANTEE
AR

RI

A G AIN S

T

E

AR

3 YE

AG

Featuring a unique castellated ring profile, McConnel rollers
deliver constant soil pressure for greater moisture retention
and a weather-proof finish.

GU

PERFORMANCE
RINGS

STRONG AND
DURABLE
PROVEN IN
THE FIELD

N G BREAK

KEY FEATURES

•
•
•

CAMBRIDGE RING
55cm (22") and 61cm (24")

Effective in all soil types
Outstanding clod-breaking
performance
Reinforced steel spokes and centre
bosses for additional strength and
durability

BRITISH BUILT FOR QUALITY AND DURABILITY

ANTEE
AR

AR

3 YE
RI

A G AIN S

T

E

•
•

Unique indented ring profile for
greater moisture retention and
reduced surface run-off

AG

•

Choice of 55cm (22") and
61cm (24") ring sizes

GU

•

N G BREAK

PERFORMANCE AND RELIABILITY

Strength and durability are boosted by an
exceptionally robust design, triple sealed
bearings, and 65mm steel shafts, while the
heavy duty frame design allows for excellent
contour-following and even down-pressure
across the full working width.

Loose movement of the ring hubs
keeps the rings clean and prevents
soil build-up
Breaker ring option

BREAKER RING
55cm (22") and 61cm (24")
44
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FRONT MOUNTED PRESSES
MODEL

CONSOLIDATOR PRESS 150

CONSOLIDATOR PRESS 300

CONSOLIDATOR PRESS 400

Product code

FP1530

FP1545

FP3030

FP3045

FP4030

FP4045

Working width

1.50m (4’11”)

1.50m (4’11”)

3.00m (9’10”)

3.00m (9’10”)

4.00m (13’1”)

4.00m (13’1”)

Ring profile
Weight

MODEL

30o

45o

30o

45o

30o

45o

863kg

936kg

1430kg

1660kg

1760kg

2000kg

CONSOLIDATOR PRESS 3000

CONSOLIDATOR PRESS 4000

Product code

FPF3030

FPF3045

FPF4030

FPF4045

Working width

3.00m (9’10”)

3.00m (9’10”)

4.00m (13’1”)

4.00m (13’1”)

30o

45o

30o

45o

1480kg

1670kg

1760kg

2000kg

Ring profile
Weight

A PERFECT
COMBINATION
With a wide choice of 10 different models available, McConnel
front presses offer exceptional choice and flexibility for both
farmers and contractors.
Available in working widths from 1.50m to 4.00m, the presses feature a
self-steering mechanism, self-cleaning chains and work perfectly with
rear-combination units.

PRESSES SPECIFICATION
WORKING WIDTHS
1.50m (4’11”), 3.00 (9’10”), and
4.00m (13’1”) working widths

•
•

Front mounted three-point linkage

PERFORMANCE FEATURES
Self-steering mechanism

•
•
•
•
•

FRONT MOUNTED
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PRESSES

Choice of 10 different models
Choice of three different
working widths
Choice of ring profiles (30o or 45o)

RELIABILITY AND PROTECTION
Robust build quality

•
•

Precision-engineered in the UK

TRACTOR REQUIREMENTS
From 100hp

•

OPTIONAL EXTRAS
Twin row S tines all models

•
•

Hydraulically adjustable levelling
tines (300 model only)

Galvanised steel cleaning chains

USER FRIENDLY
One-touch hydraulic folding for safe
transport (3000 & 4000 models only)

•
CONSOLIDATOR PRESS 150 - 1.50m (4’11”)
CONSOLIDATOR PRESS 300 - 3.00m (9’10”)
CONSOLIDATOR PRESS 400 - 4.00m (13’1”)
CONSOLIDATOR PRESS 3000 - 3.00m (9’10”)
CONSOLIDATOR PRESS 4000 - 4.00m (13’1”)
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COMBI-PRESS
MODEL

COMBI-PRESS 3000

COMBI-PRESS 4000

Product code

F-CP3

F-CP4

Working width

3.00m (9’10”)

4.00m (13’1”)

Ring diameter

700mm

700mm

45o

45o

Ring profile
Centre pivot main frame
Self-steering mechanism
Markerboard and LED lights
Galvanised self-cleaning chains
Hydraulically adjustable levelling boards

TBC

Weight
Standard Equipment

TBC

THE ULTIMATE
COMBINATION
Available in 3.0m and 4.0m working widths, the new McConnel
COMBI-PRESS utilises a heavy-duty centre main frame and two
pivoting wing sections for quick and compact folding for transport.
700mm rings, a self-steering mechanism and six degrees of movement ensure the
COMBI-PRESS can work in undulating terrain and maintain close contour-following
and even ground pressure.

Optional Equipment

PRESSES SPECIFICATION
WORKING WIDTHS
3.00 (9’10”), and 4.00m
(13’1”) working widths

•
•

Front mounted three-point linkage

PERFORMANCE FEATURES
Self-steering mechanism

•
•
•
•
•

TRACTOR REQUIREMENTS
From 100hp

•

OPTIONAL EXTRAS
Hydraulically adjustable levelling
boards with depth indicator

•

Centre pivot main frame
700mm diameter rings with 45° profile
Markerboard and LED lights
Galvanised self-cleaning chains

USER FRIENDLY
One-touch hydraulic folding
for safe transport

•

FRONT MOUNTED
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COMBI-PRESS

RELIABILITY AND PROTECTION
Heavy-duty build quality

COMBI-PRESS 3000 - 3.00m (9’10”)
COMBI-PRESS 4000 - 4.00m (13’1”)

•
•

Maintenance free,
five-seal bearings
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ECONOMICAL
& EFFECTIVE

3-SECTION HORIZONTAL HYDRAULIC FOLDING ROLLERS
MODEL

CONSOLIDATOR 640-55

Product code

64C55

64CB55

Working width

6.40m (21’)

6.40m (21’)

3100kg

3600kg

Weight

An easy-to-use, cost effective roller designed for farmers
seeking performance and value for money.

Brakes
Ring type
Diameter of rings
Shaft size
5-spoke rings

C

CB

55cm (22”)

55cm (22”)

65mm

65mm

Yes

Yes

MODEL

This range comes in three different working widths from 6.40m to 8.20m and
can be equipped with a choice of two different rings, with or without breakers.
Built from fabricated steel, the machine is hard-wearing and durable while
end-pivot wings ensure the rollers closely follow the contours of the ground.

CONSOLIDATOR 730-55

Product code

73C55

73CB55

Working width

7.30m (24’)

7.30m (24’)

3500kg

4000kg

Weight

Optional levelling boards: Spring-mounted levelling boards shatter clods, break
down plough ridges, and level the ground to deliver smooth and even consolidation.

Brakes
Ring type
Diameter of rings
Shaft size
5-spoke rings

C

CB

55cm (22”)

55cm (22”)

65mm

65mm

Yes

Yes

MODEL

ROLLERS SPECIFICATION

CONSOLIDATOR 820-55

Product code

82C55

82CB55

Working width

8.20m (27')

8.20m (27')

3900kg

4360kg

C

CB

55cm (22”)

55cm (22”)

65mm

65mm

Yes

Yes

Weight

WORKING WIDTHS
6.40m (21'), 7.30m (24'), and
8.20m (27') working widths

•

Brakes
Ring type
Diameter of rings
Shaft size
5-spoke rings
Not available

Key to ring types:

C = Cambridge Rings

CB = Cambridge Breaker Rings

PERFORMANCE FEATURES
Cost-effective hydraulic folding roller

•
•

LC = Large Cambridge Rings

•
•

ANTEE
AR

RI

MCCONNEL
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3 GANG ROLLERS

CONSOLIDATOR 640-55 - 6.40m (21’)
CONSOLIDATOR 730-55 - 7.30m (24’)
CONSOLIDATOR 820-55 - 8.20m (27’)

A G AIN S

E

T

•

AG

GU

AR
3 YE
N G BREAK

•

Large wheels and tyres for
smooth road transport
End-pivot wing sections for
effective contour-following
Choice of two different rings
- with or without breakers
5-spoke castellated
heavy-duty rings
Transport lighting

USER FRIENDLY
Easy adjustment of ring-tension

•
•

•

One-touch hydraulic folding
for safe transport

RELIABILITY AND PROTECTION
Robust fabricated steel frame

•
•
•

Precision-engineered in the UK
Triple sealed bearings for
enhanced durability

TRACTOR REQUIREMENTS
From 80hp

•

OPTIONAL EXTRAS
Levelling boards

•
•
•

Twin rows of 12mm ‘pig-tail’
tines (6.4m model only)
Stone trays

Simple low-maintenance design
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HEAVY-DUTY,
HIGH QUALITY

3-SECTION HORIZONTAL HYDRAULIC FOLDING ROLLERS
MODEL

CONSOLIDATOR 6400-55

CONSOLIDATOR 6400-61

Product code

640 C1L

640 CB4L

640 CB5L

640 LC2L

Working width

6.40m (21’)

6.40m (21’)

6.40m (21’)

6.40m (21’)

4450kg

5100kg

5400kg

4750kg

Weight

Designed to be the best three-section folding hydraulic rollers
on the market, the Consolidator 6400, 7300 and 8200 are ideal
for both large-scale farmers and agricultural contractors.

Brakes
Ring type
Diameter of rings
Shaft size
5-spoke rings

MODEL

C

CB

CB

LC

55cm (22”)

55cm (22”)

61cm (24”)

61cm (24”)

65mm

65mm

65mm

65mm

Yes

Yes

Yes

Yes

CONSOLIDATOR 7300-55

CONSOLIDATOR 7300-61

Product code

730 C1L

730 CB4L

730 CB5L

730 LC2L

Working width

7.30m (24’)

7.30m (24’)

7.30m (24’)

7.30m (24’)

4850kg

5600kg

5900kg

5250kg

Weight

Heavy-duty build quality throughout ensures the machine is strong and reliable,
while advanced features include an innovative weight transfer system that ensures
weight is evenly spread across the entire working width of the machine.
The rollers are available in 6.40m, 7.30m and 8.20m working widths and come
with a choice of two different rings.

Brakes
Ring type
Diameter of rings
Shaft size
5-spoke rings

C

CB

CB

LC

55cm (22”)

55cm (22”)

61cm (24”)

61cm (24”)

65mm

65mm

65mm

65mm

Yes

Yes

Yes

Yes

MODEL

CONSOLIDATOR 8200-55

CONSOLIDATOR 8200-61

Product code

820 C1L

820 CB4L

820 LC2L

Working width

8.20m (27’)

8.20m (27’)

8.20m (27’)

5250kg

6100kg

5750kg

C

CB

LC

55cm (22”)

55cm (22”)

61cm (24”)

65mm

65mm

65mm

Yes

Yes

Yes

Weight

Optional levelling boards: Spring-mounted levelling boards shatter clods, break
down plough ridges, and level the ground to deliver smooth and even consolidation.

ROLLERS SPECIFICATION
WORKING WIDTH
6.40m (21’0”), 7.30m (24’0”),
and 8.20m (27’0”) working widths

Brakes

Shaft size
5-spoke rings

Key to ring types:

C = Cambridge Rings

CB = Cambridge Breaker Rings

LC = Large Cambridge Rings

GU

Not available

PERFORMANCE FEATURES
Heavy-duty build quality

•
•

MCCONNEL HEAVY-DUTY
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3 GANG ROLLERS

CONSOLIDATOR 6400-55 - 6.40m (21’)
CONSOLIDATOR 6400-61 - 6.40m (21’)
CONSOLIDATOR 7300-55 - 7.30m (24’)
CONSOLIDATOR 7300-61 - 7.30m (24’)
CONSOLIDATOR 8200-55 - 8.20m (27’)
CONSOLIDATOR 8200-61 - 8.20m (27’)

•

ANTEE
AR

AR

3 YE
RI

A G AIN S

NG BRE

T

E

Diameter of rings

•

•

AG

Ring type

AK

•
•

Large wheels and tyres for
smooth road transport
Centre-pivot wing sections for
effective contour-following
Choice of two different rings
- with or without breakers
5-spoke castellated heavy-duty rings
Transport lighting

USER FRIENDLY
Easy adjustment of ring-tension

•

•
•

Simple low-maintenance design
One-touch hydraulic folding
for safe transport

RELIABILITY AND PROTECTION
Robust fabricated steel frame

•
•
•

Precision-engineered in the UK
Triple sealed bearings for
enhanced durability

TRACTOR REQUIREMENTS
From 80hp

•

OPTIONAL EXTRAS
Levelling Boards

•
•
•

Twin-row tines
Stone trays
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5-SECTION HORIZONTAL HYDRAULIC FOLDING ROLLERS
MODEL

CONSOLIDATOR 1040-55

CONSOLIDATOR 1040-61

Product code

UWF/10/C1

Working width

10.40m (34’) 10.40m (34’) 10.40m (34’) 10.40m (34’) 10.40m (34’) 10.40m (34’) 10.40m (34’) 10.40m (34’)

Weight
Brakes
Ring type
Diameter of rings
Shaft size
5-spoke rings

UWB/10/C1 UWF/10/CB4 UWB/10/CB4 UWF/10/LC2 UWB/10/LC2 UWF/10/CB5 UWB/10/CB5

5700kg

5740kg

6660kg

6700kg

6100kg

6140kg

7000kg

7040kg

Unbraked axles Braked axles Unbraked axles Braked axles Unbraked axles Braked axles Unbraked axles Braked axles
C

C

CB

CB

LC

LC

CB

CB

55cm (22”)

55cm (22”)

55cm (22”)

55cm (22”)

61cm (24”)

61cm (24”)

61cm (24”)

61cm (24”)

65mm

65mm

65mm

65mm

65mm

65mm

65mm

65mm

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

MODEL

CONSOLIDATOR 1240-55

CONSOLIDATOR 1240-61

Product code

UWF/12/C1

Working width

12.40m (41’) 12.40m (41’) 12.40m (41’) 12.40m (41’) 12.40m (41’) 12.40m (41’) 12.40m (41’) 12.40m (41’)

Ring type
Diameter of rings
Shaft size
5-spoke rings

MODEL

6920kg

6960kg

7520kg

7560kg

6980kg

7020kg

8150kg

8190kg

Unbraked axles Braked axles Unbraked axles Braked axles Unbraked axles Braked axles Unbraked axles Braked axles
C

C

CB

CB

LC

LC

CB

CB

55cm (22”)

55cm (22”)

55cm (22”)

55cm (22”)

61cm (24”)

61cm (24”)

61cm (24”)

61cm (24”)

65mm

65mm

65mm

65mm

65mm

65mm

65mm

65mm

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

CONSOLIDATOR 1540-55

Product code

UWB/15/C1

UWB/15/LC2

UWB/15/CB4

UWB/15/CB5

Working width

15.40m (50’6”)

15.40m (50’6”)

15.40m (50’6”)

15.40m (50’6”)

Weight

9650kg

9690kg

9710kg

9750kg

Brakes

Standard

Standard

Standard

Standard

C

CB

C

CB

55cm (22”)

55cm (22”)

61cm (24”)

61cm (24”)

65mm

65mm

65mm

65mm

Yes

Yes

Yes

Yes

Ring type
Diameter of rings
Shaft size
5-spoke rings

C = Cambridge Rings

CB = Cambridge Breaker Rings

3

MCCONNEL HEAVY-DUTY
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5 GANG ROLLERS

CONSOLIDATOR 1040-55 - 10.40m (34’)
CONSOLIDATOR 1040-61 - 10.40m (34’)
CONSOLIDATOR 1240-55 - 12.40m (41’)
CONSOLIDATOR 1240-61 - 12.40m (41’)
CONSOLIDATOR 1540-55 - 15.40m (50’6”)
CONSOLIDATOR 1540-61 - 15.40m (50’6”)

WORKING WIDTHS
10.40m (34’0”), 12.40m (41’0”) and
15.40m (50'6") working widths

PERFORMANCE FEATURES
Heavy-duty mainframe

ANTEE
AR

YEAR

RI

Designed for large scale farmers and contractors, the rollers are equipped
with McConnel’s innovative weight transfer system across each section, five
individual pivot points for close-contour following, and smooth folding for a
rapid transition to and from transport mode. Strength and durability are boosted
by an exceptionally robust design, triple sealed bearings, and a pressure relief
system which protects the rams when working on very uneven ground.

•

LC = Large Cambridge Rings

GU

Key to ring types:

Premium heavy-duty five-gang rollers available in a choice of
10.40m, 12.40m and 15.40m working widths with braked axles,
and four configurations.

ROLLERS SPECIFICATION

CONSOLIDATOR 1540-61

T
A G AIN S

E

Brakes

AG

Weight

UWB/12/C1 UWF/12/CB4 UWB/12/CB4 UWF/12/LC2 UWB/12/LC2 UWF/12/CB5 UWB/12/CB5

HIGH-OUTPUT
PERFORMANCE

N G BREAK

•
•
•
•
•
•
•

Designed for professional contractors
Outstanding productivity
Large wheels and tyres for
smooth road transport
Pivoting wing sections for
effective contour-following
Choice of two different ring sizes
5-spoke castellated heavy duty rings

USER FRIENDLY
Easy adjustment of ring-tension

•
•
•

Simple low-maintenance design
One-touch hydraulic folding
for safe transport

RELIABILITY AND PROTECTION
Robust fabricated steel frame

•
•
•

Precision-engineered in the UK

•

Reinforced drawbar

Triple sealed bearings for
enhanced durability

TRACTOR REQUIREMENTS
From 150hp

•

OPTIONAL EXTRAS
Stone trays

•
•

Road lighting
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LARGEST & HEAVIEST

7-SECTION HORIZONTAL HYDRAULIC FOLDING ROLLERS
CONSOLIDATOR 1840-55

CONSOLIDATOR 1840-61

Product code

UWB/18/C1

UWB/18/CB4

Working width

18.40m (60’)

18.40m (60’)

Weight

13000kg

13450kg

Brakes

Braked axles

Braked axles

Diameter of rings
Shaft size
5-spoke rings
C = Cambridge Rings

CB
61cm (24”)

65mm

65mm

Yes

Yes

CB = Cambridge Breaker Rings

Specially designed to hug the contours of the ground, each section pivots
independently, ensuring a smooth, fast reaction to undulating ground conditions.
The machine also features an innovative weight transfer system which uses
accumulators to automatically adjust the pressure of the rams on each roller to
ensure consistent consolidation across the entire working width of the machine.
Roller configurations include a choice of 22” and 24” Cambridge rings and 22”
and 24” breaker rings.

LC = Large Cambridge Rings

GU

Key to ring types:

C
55cm (22”)

ANTEE
AR

AR

3 YE
RI

A G AIN S

T

ROLLERS SPECIFICATION

E

Ring type

The biggest and best rollers ever created by Twose offer
exceptional productivity – covering up to 25 acres an hour
while still working at 90% fuel efficiency.

AG

MODEL

N G BREAK

WORKING WIDTH
18.40m (60’) working width

•

PERFORMANCE FEATURES
The largest range of rollers
in the Twose Classic Line

•
•
•
•
•

MCCONNEL HEAVY-DUTY
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7 GANG ROLLERS

Seven pivot points ensure
perfect contour-following
Innovative weight transfer
system ensures even pressure
across the length of the roller
Covers 25 acres an hour
Large wheels and tyres for
smooth road transport

USER FRIENDLY
Easy adjustment of ring-tension

•
•
•

Simple low-maintenance design
One-touch hydraulic folding
for safe transport

RELIABILITY AND PROTECTION
Robust fabricated steel frame

•
•
•
•

65mm shaft and protected
65mm bearings
Hand-built in the UK
Triple sealed bearings for
enhanced durability

TRACTOR REQUIREMENTS
From 200hp

•
CONSOLIDATOR 1840-55 - 18.40m (60’)
CONSOLIDATOR 1840-61 - 18.40m (60’)
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POWER ARMS

WHY
MCCONNEL?

When you buy a McConnel cultivation or ground-care product, you’re not just buying a
high-performance machine – you’re also getting a first-class aftercare package that supports
you through the lifespan of your product. So whether you need an urgent part; service
assistance; or online information on how to get the best from your machine, McConnel
should always be your first choice.

McConnel offers a proven
product range, strong

McConnel offers a comprehensive
selection of Power Arms with 12
different series and 38 different models.
Customers can choose from thousands
of different build variations enabling
them to create a personalised spec that
is ideal for their needs. A wide selection
of working attachments is also available
from saw blades to ditch cleaners.

after-care support, and an
international network of
dealers and distributors
spanning 40 countries, so if
you’re keen to take advantage

For more information on McConnel’s full machine line-up
please visit www.mcconnel.com

of our high-performance
products, can you afford not

FLAIL AND ROTARY
MOWERS

to choose McConnel.

Whether you are looking for a flail
or rotary mower, McConnel has
a machine to match your needs
with a choice of 10 different series
and 24 machines available. The
choice includes everything from
1.3m compact flail mowers to 8.2m
high-performance flex-wing rotary
mowers.

Key benefits of buying your machine from McConnel include:

•
•
•
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An international network of dealers
and distributors provides full service
and support in 40 countries across
the globe

•

Every machine is subjected to an
exhaustive performance test before
being released to a customer
A comprehensive stock of genuine
replacement parts can be sent
to dealers around the world via
international couriers

•

McConnel has a proven heritage
with around 40 years’ experience of
creating award-winning subsoil and
deep soil cultivators. McConnel’s
Seedaerators, Shakaerators,
Discaerators and Pasturators have
proven successful in a wide variety
of soil and weather types and can
be found working in countries all
over the world.
Our highly-skilled team of service
professionals train hundreds of

•
•

dealers every year and can offer
expert support if you have an issue
that can’t be resolved quickly by
your local dealer
Customisation is fully supported
with McConnel working with
customers to help them create
bespoke machines.
An online library of essential
information including Operator’s
Guides, Parts Books, and
multimedia product information
is available.

REMOTE CONTROL
With six different models and a choice
of 25 distinct working attachments,
McConnel can offer a safe and effective
remote control solution for almost any
challenge. Featuring a 150m working
range and an innovative low centre of
gravity design, McConnel machines
remove the operator from the danger
zone and open up work environments
that were previously hazardous, hard
to reach or restricted-access.
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SALES
Tel: +44 (0)1584 873131
Fax: +44 (0)1584 876463
sales@mcconnel.com
PARTS
Tel: +44 (0)1584 876888
Fax: +44 (0)1584 872223
parts@mcconnel.com
SERVICE
Tel: +44 (0)1584 875848
Fax: +44 (0)1584 879689
service@mcconnel.com
MARKETING
Tel: +44 (0)1584 813412
Fax: +44 (0)1584 876463
marketing@mcconnel.com

McConnel

McConnel Limited
Temeside Works, Ludlow,
Shropshire SY8 1JL
United Kingdom

Tel +44 (0)1584 873131
Fax +44 (0)1584 876463
E-mail sales@mcconnel.com
Website www.mcconnel.com

is a member of

FM 25970

A trading brand of McConnel
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